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They have won an enviable reputation for 
economy, because of their low 
cost in maintenance 


The Cleveland Pneumatic Tool Company 
Cleveland, Ohio 


NEW YORK CHICAGO 
120 Liberty Street 704 Fisher Building 
PITTSBURG ST. LOUIS 


1009 Bessemer Building BERGER C& CARTER Co, 608 Burlington Building 


PHILADELPHIA : ATLANTA 
an ttl 
323-4 N. American Building par Maeeetens ed: Seattle 419 Empire Building 


The “CLEVELAND” ‘iex*”* 


Jumbo 
RIVETING HAMMERS 


2 2 STYLES and SIZES Equipped with 
Either Outside or Inside Throttle. 


CAPACITIES 
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Simple in Construction Economical in Service 
Pleasing to the Operator 


They are the most powerful hammers on the market. 

Their high speed and powerful blow give results not obtainable 
by any other make of riveter. 

They have little vibration and are therefore easy to hold. 

They reduce cost of work and enable you to complete contracts 
in less time, therefore are money makers. 

We have the most complete line of riveting hammers made— 
22 sizes, covering the whole range of structural and steam rivets. 


Tools Shipped on Approval 


More detailed information given in Catalog G. Mailed on request. 


You make the test 
Our tools do the rest 


The Cleveland Pneumatic Tool Company 
Cleveland, Ohio 


Ti “CLEVELAND” fits 
HAMMERS 


Simple in Construction Economical in Service 


1 2, STYLES and SIZES Equipped with 
Either Outside or Inside Throttle. 


CAPACITIES 
a | a 
2 3 a Hexagon or round shank 
Ralow|s2/3 @ | 2@J| chisels furnished with either 
$8 /4E (238/45) % | 28/98 Also round shank chisels 
| 3 a 3 for use in hexagon nose. 
A 1z;|1 | 7 | 15 jas00j11 | x Very light chipping 
Light chipping and 
AA | 1¥5|1%| 8 | 15 |1750|11%) caulking 
Medium chipping and 
x Tvs | 1394/10 | 16 [1500/13 | x | pay 3 : 
: - General chipping and 
X-1 | yy] 2/11 | 17 1495) 18%) % | cannes 
a , | Medium heavy chipping 
X-2 1k |: 234 | 12 18 1350 | 143) and caulking 
XX 14, | 3% | 123 l15t | Medium heavy chipping 
ts | 34 | 12% = la pos 4 and heavy caulking 
XXX | 14,/4 13 | 20 |1050|17%] x Heavy chipping and 
light riveting 
XXXX | 12;} 5 |15 | 20 |1000/19%) % Very heavy chipping and 
| | | medium light riveting 
XXXXX| lfs| 7 {17 | 22 | Bey nee 3% | Extra heavy chipping and 


| medium riveting 


They have the most powerful blow of any tool made. 

They have little vibration and are easy to hold. 

They reduce cost of construction 50 per cent over old method of 
hand work. 

They are constantly in service and not in the tool room for 
repairs. 


__|_ They increase-your profit; it-is therefore importantto-use 


‘‘The Cleveland’’ 


Tools Shipped on Approval 


You make the test 
Our tools do the rest 


More detailed information given in Catalog G. Mailed on request. 


The Cleveland Pneumatic Tool Company 


Cleveland, Ohio 


The “CLEVELAND?” eur. 
AIR DRILL 


REVERSIBLE: Allsizes are the 


same in general design as the one illus- 
trated. All sizes are instantly reversible 


by twisting throttle handle. 


.NON-REVERSITRLE. All sizes 


are the same in general design as illus- 
trated on page one. 


CAPACITIES 
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., | Weight |, length | Lengthof|fromsideto| Morse | CiBitly | Capacity | Capacity | R. P.M. | sumption | nipple 
SIZE Ibs. top to end feed. center of taper insteel. |wood (oak).| rolling. light |Cubicfeet| size. 
a oo ti Inches spindle socket Inches Inches | Inches. | 80}bs. | Ser min. Inches. 
1 15 OIF Bae 2 1 ee | At 800 ila ete 
2 20 11 ero 4 235 2 h 2 nied 450 20 | A 
3 30 13 3% 218 3 1% 3 3% 350 25 % 
4 42 14% 4 3% 4 2% 4% 200 40 % 
5 72 18 4% 44 5 38% 5 125 50, 3 
1 Rev. 16 9% 3 2 1 43 1 iiss 800 15 A 
eal 21 1 3 2S. 2 Ik ) me 405° |. 20 
Z 3 13 3% 213 3 1\% | as 350 5 | 
4 4 43 144% | 4% 3% 4 2% 4% 200 40 | % 
by 72 18 | 4% 4 5 3% | 5 125 50 YK 


POINTS OF SUPERIORITY 


) ° consists of QNE PIECE and is provided with 
The Cylinder Body hand-hole openings which admit of ready access 


to crank and connections. 


Th C k are made of forged steel, hardened and ground, and are pro- 
€ Uranks vided with a very unique oiling scheme, consisting of an in- 
ternal: passage and hollow upper portion which acts as an oil cup. 


The One-Piece Duplex Rotating Valve Insures 
Uniform Piston Action. 


10/ Less Parts Than Any 
3 /g Similar Type of Drill. 
More detailed information given in Catalog G. Mailed on request. 


The Cleveland Pneumatic Tool Company 
Cleveland, Ohio 


